METAL

TRUNNION FLANGED BALL VALVE SEATED

TRUNNION FLANGED
BALL VALVE ( ANSI 150LB)

Chemical and petrochemical ; coal liquefaction or gasification;
hydrocarbons; power plants; high temperature steam;
Reliable seal; one-way seal and two-way seal optional;

@—- Stop plate low-pressure conditions of good sealing performance
Soft seat /Metal seat
Connect pad Material: CF8/CF8M/CF3/CF3M/WCB (Customizalbe) 1
. STANDARD SPECIFICATION |- : “bgﬂ:—'g
Stuffing box Pressure/Temperature: ASME B16.34 Design: API 608 ! '
Structure length: ASME B16.10 Test: API 598

Connection Type: ASME B16.5 Cistonitzalbe

Stem
il
Bearing
e .L»f
L
Dimension (150LB) Unit: mm
SIZE L D D1 D2 b f Z-od
2" 178 150 120.7 92.1 19 2 419
3% 203 190 152.4 127 23.9 2 419
150LB 4" 229 230 190.5 157.2 23.9 2 8-19
Cap Seat Graphlte Spring  Bottom cap Ball Body & p— o P p—— — ; B3]
ring  plate

8" 457 345 298.5 269.9 284 2 8-22



METAL
SEATED

METAL
SEATED

TRUNNION FLANGED
BALL VALVE ( ANSI 300LB)

METAL SEATED FLANGE
BALL VALVE ( ANSI 150LB)

Chemical and petrochemical ; coal liquefaction or gasification;
hydrocarbons; power plants; high temperature steam;

Reliable seal; one-way seal and two-way seal optional;

low-pressure conditions of good sealing performance

Soft seat /Metal seat

Material: CF8/CF8M/CF3/CF3M/WCB (Customizalbe)

Chemical and petrochemical ; coal liquefaction or gasification;
hydrocarbons; power plants; high temperature steam;

Reliable seal; one-way seal and two-way seal optional;

low-pressure conditions of good sealing performance

Soft seat /Metal seat

Material: CF8/CF8M/CF3/CF3M/WCB (Customizalbe)

STANDARD SPECIFICATION STANDARD SPECIFICATION
Pressure/Temperature: ASME B16.34 Design: API 608 Pressure/Temperature: ASME B16.34 Design: API 608
Structure length: ASME B16.10 Test: API 598 Structure length: ASME B16.10 Test: API 598
Connection Type: ASME B16.5 Connection Type: ASME B16.5
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Dimension (300LB) Unit: mm Dimension (150LB) Unit: mm
SIZE L D D1 D2 b f Z-od SIZE D D1 D2 D3 B f L L1 H1 H zod
2" 216 165 127 92.1 221 2 8.19 12" 88.9 60.5 35.1 15 13 2 108 52 39 78 416
3" 28 210 1683 127 284 2 822 3/4 98.6 69.9 429 20 13 2 117 54 43 82 4-16
" 1” 108 79.2 50.8 25 13 2 127 64 48 92 416
300LB 4 305 255 200 157.2 317 2 8-22
1112 127 98.6 {32 40 14 2 165 72 63 122 4-16
6" 403 320 269.9 215.9 36.6 2 12-22
2" 152 120.7 91.9 50.8 158 2 178 99 78 134 419
8" 502 380 330.2 269.9 411 2 12-26
3" 190.5 1524 127 76.2 19 2 203 104 99 150 419

4" 2286 190.5 157.2 1016 239 2 229 114 140 210 8-19



METAL
SEATED

METAL SEATED FLANGE

BALL VALVE (ANSI 300LB )

Chemical and petrochemical ; coal liquefaction or gasification;
hydrocarbons; power plants; high temperature steam;

Reliable seal; one-way seal and two-way seal optional;

low-pressure conditions of good sealing performance

Soft seat /Metal seat

Material: CF8/CF8M/CF3/CF3M/WCB (Customizalbe)

STANDARD SPECIFICATION
Pressure/Temperature: ASME B16.34

Structure length: ASME B16.10
Connection Type: ASME B16.5

Design: API 608

Test: API 598
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Dimension (300LB) Unit: mm
SIZE D D1 D2 D3 B f L L1 H1 H zod
12" 953 665 35.1 15 14 2 140 52 39 78 416
3/4" 18 826 43 20 16 2 152 56 43 82 419
1 124 889 508 25 18 2 165 66 48 92 419
1-1/2" 1554 1143 732 40 21 2 191 74 63 122 422
2" 165 127 919 508 239 2 216 127 78 134 8-19
3 2096 168.1 127 762 284 2 282 163 19 193 8-22
4" 254 2002 1572 1016 318 2 305 167 143 231 8-22

BOTTOM
VALVE

FLANGED BOTTOM VALVE
WITH ISO5211 PAD (GB)

Applicable water, steam, oil, viscous media

Fire prevention and anti-static, blow-out proof stem

Torque balance , Daikin/3M seal

Investment casting, casting passed Germany TUV certification
Material: CF8/CF8M/CF3/CF3M/WCB ( Customizable )
STANDARD SPECIFICATION
Pressure/Temperature: GB/T12224
Structure length:

Connection : HG/T20592

Design: GB/T12237
Test: GB/T13927
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Dimension Unit: mm

SIZE L d A h D B NXo G T C K& K3 K1 K
1" 85 245 245 -45 115 85 414 68 18 11 42 50 7 65
1-1/4" 885 315 315 -17 140 100 4-18 78 18 11 42 50 7 65
1-1/2" 102 37 37 13 150 110 4-18 88 18 14 50 70 9 75
2 165 49 49 -1 165 125 4-18 102 20 14 50 70 9 75
211/ 132 63 63 43 185 145 818 122 18 17 70 102 110
3 146 75 75 4 200 160 818 138 20 17 70 102 1 10
4" 1605 99 99 77 220 180 8-18 158 20 17 70 102 1 10



2PC FULL PORE FLANGED BALL VALVE WITH ISO5211 PAD

2PC FLANGED BALL VALVE
WITH 1SO5211 PAD( GB)

Applicable to water steam oil viscous media

Fire prevention and anti-static, Blow-out proof stem

Torque balance , Daikin/3M seal

Investment casting, casting passed Germany TUV certification
Material: CF8/CF8M/CF3/CF3M/WCB (Customizalbe)

Standard Specification
Pressure/Temperature: GB/T12224 Design: GB/T12237

_ Structure length: GB/T12221 Test: GB/T13927
Packing ’—‘ -— Connection Type: HG/T 20592 GB/T9113

O-ringe—

Antistatic device
Gasket

Valve Stem

Dimension Unit: mm
SIZE L D G H3 H2 H1 d NX@
DN15 130 95 45
DN20 130 105 58
PNI6  DN25 140 115 68
PNAO  DN32 165 140 78
DN4O 165 150 88
DN50 203 165 102
Bolt  Gasket Seat Ball  Seat ONe> 122 26 122
DNSO 241 200 138
pN16 DNIOO 305 20 158
DNI25 356 250 188
DNISO 304 285 212
DN200 457 340 268
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143 40 9 52 65 414
143 40 9 565 75 414
180 65 85 414

it
i
18 11 42 50 7
1f 180 40 11 735 100 418
9
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18 11 42 50
18 14 50 70
14 50 70
18 17 70 102
20 17 70 102
20 17 70 102
2 22 102 125 11 13
22 27 125 140 13 17
24 36 125 140 13 17

]

45 14 815 110 418
45 14 89 125 418
50 17 116 145 818
50 17 127 160 818
50 17 1495 180 818
92 22 173 210 818
92 27 208 240 822
92 36 256 295 12-22
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HG
SERIES

2PC FLANGED BALL VALVE
WITH 1SO5211 PAD (GB)

Applicable water, steam, oil, viscous media

Fire prevention and anti-static, blow-out proof stem

Torque balance , Daikin/3M seal

Investment casting, casting passed Germany TUV certification
Meterial: CF8/CF8M/CF3/CF3M/WCB (customizable)
STANDARD SPECIFICATION
Pressure/temperature: GB/T 12224
Structure length: GB/T 12221
Connection type: HG/T 20592 GB/T9113

Design: GB/T 12237
Test: GB/T 13927

Dimension PN25--PN40 Unit: mm
SIZE L D G f T C K& K3 K KI W H3 H2 HL d NXo
DN65 222 18 12 2 22 17 70 102 9 11 290 50 17 116 145 818
DN80 241 200 138 2 24 17 70 102 9 11 290 50 17 127 160 818
DN100 305 235 162 2 24 17 70 102 9 11 290 50 17 138 190 822
DN125 35 270 188 2 26 22 102 125 11 13 600 92 22 179 220 826
DN1SO 394 300 218 2 28 27 125 140 13 17 600 92 27 207 250 826

2PC FLANGED BALL VALVE
WITH 1SO5211 PAD (GB)

Applicable water, steam, oil, viscous media

Fire prevention and anti-static, blow-out proof stem.

Torque balance , Daikin/3M seal

Inventment casting, casting passed Germany TUV certification
Material: CF8/CF8M/CF3/CF3M/WCB (Customizable)

STANDARD SPECIFICATION
Pressure/temperature: GB/T 12224
Structure length: GB/T 12221
Connection type: HG/T 20592 GB/T9113

Design: GB/T 12237
Test: GB/T 13927

Dimension PN16-40 Unit: mm
SIZE Lt D G f T C K4 K3 K2 KIL W H3 H2 HlI d NXo
DN15 108 95 45 2 16 9 36 42 6 6 143 40 9 52 65 414
DN20 117 105 58 2 18 9 36 4 6 6 143 40 9 565 75 4-14
PN16-40 DN25 127 115 68 2 18 11 42 50 6 7 180 40 11 65 85 4-14
DN32 140 140 78 2 18 11 42 50 6 7 180 40 11 735 100 4-18
DN4O 165 150 88 2 18 14 50 70 7 9 224 45 14 815 110 418
DN5O 178 165 102 2 20 14 50 70 7 9 224 45 14 8 125 4-18
DN65 190 185 122 2 18 17 70 102 9 11 290 50 17 116 145 8-18
PN16 DN80 203 200 138 2 20 17 70 102 9 11 290 50 17 127 160 818
DN100 229 220 158 2 20 17 70 102 9 11 290 50 17 1495 180 8-18






