






Mounting the tire5

Dismounting the sensor3
Remove the fastening screw 
and the sensor from the valve 
stem with a screwdriver, and 
then loosen the nut to remove 
the valve.   

Place the tire on the rim, make sure that the valve faces the 
separation head at an angle of 180°. Mount the tire over the rim.

CAUTION: The tire should be mounted to the wheel 
using tire changer manufacturer’s instructions. 

Mounting sensor and valve4

Step 1 Slide the valve stem through the valve hole of the rim. 

Step 2 Tighten the screw-nut with 4.0 N·m with the help of the 
fixed rod. 

Step 3 Adjust the installation angle so that the sensor fits the rim 
tightly, and then tighten the screw.

Step 4 The sensor and valve are now installed.
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     WARRANTY
AUTEL guarantees that the sensor is free from material and 
manufacturing defects for a period of twenty-four (24) months or 
for 25,000 miles, whichever comes first. AUTEL will at its 
discretion replace any merchandise during the warranty period. The 
warranty shall be void if any of the following occurs: 

1. Improper installation of products
2. Improper usage
3. Induction of defect by other products
4. Mishandling of products
5. Incorrect application
6. Damage due to collision or tire failure
7. Damage due to racing or competition
8. Exceeding specific limits of the product   

BATTERY WARNING

  WARNING
INGESTION HAZARD: This product contains a button cell or coin battery.
DEATH or serious injury can occur if ingested.
A swallowed button cell or coin battery can cause Internal Chemical
Burns in as little as 2 hours.
KEEP new and used batteries OUT OF REACH of CHILDREAN
Seek immediate medical attention if a battery is suspected to be
swallowed or inserted inside any part of the body.
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Remove and immediately recycle or dispose of used batteries                                                       
according to local regulations and keep away from children. Do 
NOT dispose of batteries in household trash or incinerate.

Even used batteries may cause severe injury or death.

Call a local poison control center for treatment information.

The compatible battery type (CR2450).

The nominal battery voltage: 3V.

Non-rechargeable batteries are not to be recharged.

Do not force discharge, recharge, disassemble, heat above 100°C 
or incinerate. Doing so may result in injury due to venting, leakage 
or explosion resulting in chemical burns. 


