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HOLUX LIGHTING LIMITED
 PROFESSIONAL LIGHTING SOLUTIONS TO 

LIGHT UP NEW HORIZONS IN BUSINESS



INTRODUCTION
Holux Lighting is dedicated to delivering high-stan-
dard LED lighting solutions tailored for both office 
and industrial environments, meticulously designed 
to meet the standards of the European market.

At the heart of our success are reliable product 
quality, fast delivery, cost advantages, professional 
technical team and a set of well prepared certifica-
tions like, EMC, LVD, CE, CB, ENEC, D mark, 
ErP2.0 etc.

2 days
fast delivery

High efficiency, 
Eco-friendly

Inventory
in Germany

Price 
advantage

Small orders 
acceptable

Free 
test report

Focus on
European standards

TUV ENEC / GS 
approval



BF-T8
P49-P50

MF/SMF/RMF
P27

LED PANEL LIGHT 

BP-A1 U1 3CCT
P04-P05

BP-D1/D1 CCT
P06

AIO SPL-A1 U1/3CCT 
P08-P09

SPL-U1 U2
P10-P11

RGBCW BP
P12-P13

BP-A1/U1
P01-P03

IP65 BP-UIP/AIP
P16-P17

PL-A1/U1
P20-P22

IP65 PL-AIP
P23-P24

RP-A1/B2
P25-P26

UD BP-D2
P18-P19

HCL BP-S1/S2
P14-P15

TP-E2/G2
P36-P37

TP-G3
P40-P41

TP-K/XL
P42

TP-C4
P43-P44

TP-B1/B2/B2 3CCT
P38-P39

TP-F2/FS
P34-P35

TP-A4
P47-P48

TP-C2/C3
P45-P46

CONTENTS

LED TRI-PROOF LIGHT

ACCESSORIES
P28

DRIVER
P28

BF-C1 3CCT/U1
P51-P52

LED TUBE LIGHT

T8-A2/B2/C2/D1/E1
P29-P30

T5-A1/C1
P32-P33

LED CEILING LIGHT

M-2CCT
P55-P56

C-BM
P57-P58

C-AM
P59-P60

CLS
P61-P62

M-A1/A2
P53-P54

T8-S1
P31



DLR/DLS
P65-P66

DLF
P69-P70

DLM
P71-P72

DLH
P67-P68

DLU
P63-P64

LED DOWN LIGHT

PDL
P74-P77

DLC
P73

DLS
P73

CONTENTS

LED LINEAR LIGHT

HB-300
P79

HB-B2 3CCT
P80

HB-B2 3W
P81

LF-A1 3CCT
P82-P83

HB-B2
P80

HB-325
P79

LED HIGH BAY

LL-A1
P86

LL-L1
P86

LL-A2
P87

LL-U1
P84-P85

LED BULB LIGHTS

A60
P88-P89

G45
P90

C37
P90

GU10
P91

FS-G45
P92

FS-G37
P93

FS-A60
P92

FS-GU10
P94



SLIM BACKLIT
PANEL LIGHT

Thickness 28mm :
IP44 / lP54 for choice.

Frame :
Thickened 6063 aluminum, 
seamless welding. Surface 
spraying, comply with lSO 
2409: 2013.

Diffuser:
UGR<22 or UGR<19, comply with 
0.2 N.m mechanical strength test.

Backplane:
0,3mm power coated 
backboard, comply with 
lSO 2409: 2013.

Lens :
Mitsubishi PMMA lens, 
kafuter glue, designed 
for 20 years using.
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FOR DIFFERENT 
MARKETS

FR Safety Wire and 
Fast Connection

DE 620x620mm 
size Panel Light

UK TPA, TPB diffuser 
and Emergency Battery

EU 1.5 meter cable  
with Euro plug
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ALL IN ONE PANEL 
LIGHT

Fast connection Surface and 
recessed installation

Integrated driver All in one panel
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SURFACE 
PANEL LIGHT 

Aluminium  frame

Microprism cover, 
UGR<19

Coating 
Powder backplate

Intergrated flicker 
free driver 
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RGBCW 
LED PANEL LIGHT

Slim Smart setting by App+BLE 
or remote container design

 Intelligent color 
mixing function

RGBCW  full color dimming
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IP65 WATERPROOF  
LED PANEL LIGHT 

Breathing Valve, 
Air in and out

Internal High 
efficiency driver

Wateproof Brass 
Cable Gland

Cost-Effective
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UP-DOWN LED 
BACKLIT PANEL LIGHT

Up and down light 

Fast connector Two single driver for 
up and down light

Box for driver, 
mounted in the ceiling 
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SIDE-EMITTING 
LED PANEL LIGHT

Screwless version Screw-type

Flicker free driver

PMMA LGP , 
no yellow risk

9mm Slim 
design
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IP65 SIDE-EMITTING 
LED PANEL LIGHT

Screwless version Screw-type

PMMA LGP , 
no yellow risk

9mm Slim 
design

www.holux.cc

01 03 05 07

09 11 13 15

17 19 21 23

25 27 29 31

33 35 37 39

41 43 45 47

49 51 53 55

57 59 61 63

65 67 69 71

73 75 77 79

81 83 85 87

89 91 93 95

97 99

02 04 06 08

10 12 14 16

18 20 22 24

26 28 30 32

34 36 38 40

42 44 46 48

50 52 54 56

58 60 62 64

66 68 70 72

74 76 78 80

82 84 86 88

90 92 94 96

98 02









RMF-30120-25A

25
61

0

610

25

635

63
5

25310

1210

Holux Lighting Limited Accessories

Surface Aluminum Frame
 (Iron Corner )

Model MF-6262-63A MF-30120-63AMF-6060-63A

Size 600*600*63mm 625*625*63mm 300*1200*63mm

Recessed mount frames

Model

Size

Surface Aluminum Frame
 (magnetic induction)

Model

Size

SMF-6262-Pro SMF-30120-ProSMF-6060-Pro

600*600*76mm 625*625*76mm 300*1200*76mm

RMF-6262-25ARMF-6060-25A

610*610*25mm 635*635*25mm 310*1210*25mm
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Holux Lighting Limited Accessories

LED DRIVER:ON-OFF

PHILIPS LIFUD STARSENSE EAGLERISE

LED DRIVER:DALI LED DRIVER:0-10V

EAGLERISE
FLS-42-1050 DALI-2 LD PRO

BOKE
BK-DEL030-0800Ad

LED DRIVER:Dimming and toning

MicroMile
MM-2092C-0750-BMP4N0

EAGLERISE
FLS-38-900 CCT LS ADV

LED Panel Mounting Parts

spring buckle Y-shaped hanging rope

LIFUD
LF-GSD040YC

BOKE
BK-DEL030-B0800Ad

LED DRIVER:Emergency 

STREAMER
IFR18650-1500

merrytek
KE026 HB SRIES
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T8 LED 
Glass Tube

(EU) 2019/2020

Flicker free driver
Strictly follow IEC safety and EMC require-
ments, Enhanced safety with built-in protection 
circuit. Pst LM <1.0, SVM <0.05.
Complying with IEC TR 61547-1: 2020, 
coping with mains voltage fluctuation.

LED
Latest innovation LED chip,
comply with LM80 report.

Optics
220 degree wide beam angle , no dark 
areas. Environmentally paint on the inside 
glass makes light uniform, no glare.

Thermal
PCB is directly affixed to high thermal 
conductivity glass for better heat disspation. 
Ensure over 25000h lifetime.

Safety
Flame retardent caps
comply with ul 94v-0.
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T5 LED TUBE

Automatic production:
High-quality LED chips 
and flicker free driver 

Simple rewiring installation 
allows lamps to operate on 
main line voltage

High-transmittance glass 
tube with powder coated

High efficacy:
More than 160lm/w

High transmittance

No mercury 
and no UV
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180lm/W LED 
Waterproof Light

180lm/W

CCT switch

Sensor module 
optional

Power switch 
optional

Plug & play EM 
pack ( tool free )

Optional NFC to 
adjust the power

Spring Clips

Ceiling and hanging, the 
housing reserve BESA 

hole for UK market
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IP66 LED 
Waterproof Light

Emergency 
test

200lm/W

Hoverable 
buckles

Pre-loosened 
design

3CCT DIP
Switch

Microwave
Sensor
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Anti-glare IP66 IK08 
Tri-proof light 

PHILIPS Flicker 
free driver 

Terminal block on 
both end for linkable 
connecton 

Sensor and Emergency 
Type is optional 

Stainless Steel 
Spring Clips 

PG13.5 fast 
connector 

Wattage adjustable 

Reflector fixed on 
cover, easy wiring 

through-connection
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95%
DOWN LIGHT

5%
UP LIGHT

Transparent base LED
Waterproof Light

buckle-free design

3 - CCTselectable

Transparent base
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Holux Lighting Limited Tri-proof Light

TRI-PROOF FIXTURE

Product
Code

Number of
light sources

Lamp
holder

G13

G13

G13

G13

G13

G13

1

1

1

2

2

2

650*82*86*350

1260*82*86*900

1560*82*86*1200

650*127*86*350

1260*127*86*900

1560*127*86*1200

TP-118K

TP-136K

TP-158K

TP-218K

TP-236K

TP-258K

W L

H

 LF

Pass 0.63m drop testing
TRI-PROOF FIXTURE

Size (mm)
(L*W*H*LF)

Size (mm)
(L*W*H*LF)

Product
Code

Number of
light sources Size(mm) LF(mm)Lamp

holder

G13

G13

G13

G13

G13

G13

BEAM ANGLE

120°IP65
MATERIAL

PCIK08

BEAM ANGLE

120°IP65
MATERIAL

PCIK08

1

1

1

2

2

2

TP-118XL

TP-136XL

TP-158XL

TP-218XL

TP-236XL

TP-258XL

Material

Linkable

Base

ABS

ABS

ABS

ABS

ABS

ABS

Yes

Yes

Yes

Yes

Yes

Yes

Linkable

Yes

Yes

Yes

Yes

Yes

Yes

Cover

PC

PC

PC

PC

PC

PC

Reflector

Material

Power coated steel

Power coated steel

Power coated steel

Power coated steel

Power coated steel

Power coated steel

Clips

Stainless steel

Stainless steel

Stainless steel

Stainless steel

Stainless steel

Stainless steel

Base Cover

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

Reflector

Material

Power coated steel

Power coated steel

Power coated steel

Power coated steel

Power coated steel

Power coated steel

Clips

Stainless steel

Stainless steel

Stainless steel

Stainless steel

Stainless steel

Stainless steel

LF

L

W

655*65*57*290

1265*65*57*900

1565*65*57*1200

655*103*57*290

1265*103*57*900

1565*103*57*1200

01 03 05 07

09 11 13 15

17 19 21 23

25 27 29 31

33 35 37 39

41 43 45 47

49 51 53 55

57 59 61 63

65 67 69 71

73 75 77 79

81 83 85 87

89 91 93 95

97 99

02 04 06 08

10 12 14 16

18 20 22 24

26 28 30 32

34 36 38 40

42 44 46 48

50 52 54 56

58 60 62 64

66 68 70 72

74 76 78 80

82 84 86 88

90 92 94 96

98 02



IP65 
Waterproof Light

 Two-color PC 
extrusion structure 

3CCT 

 Easy installation

Flexible Choice: 
Linkable or Non-linkable

MC MN MM

loop in loop out
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 IP65 LED 
Waterproof Light

PC housing

Up to 160lm/W
 

IP65 Waterproof

Linkable 
Quick connectors 

New
Bestseller
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160lm/W IP65 LED 
Waterproof Light

Replaceable led
moudel

Fast Terminal Block 
Component Drawer Replacement

Press type disassembly 
and assembly

Easy installation
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T8 LED 
Batten fixture  

Prism housing and 
steel baseplate

 Anti-glare

Simple Installation
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Holux Lighting Limited Batten fixture 

T8 LED Batten fixture  

Size (mm)Product
Code Material

BF-218

BF-236

BF-258

Steel+PC

Steel+PC

Steel+PC

L655*W112*H99

L1255*W112*H99

L1555*W112*H99

Mating Tube Number of
light sources

T8 LED Tube 0.6m

T8 LED Tube 1.2m

T8 LED Tube 1.5m

2

2

2

Lamp
holder

G13

G13

G13
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EVA Sealing
PC cover

Cold rolled plate 
(SPCC)

IP44 LED  
Batten Light

UGR<19

Easy to open

Adapter board

Modular installation

Plug in or 
Sealing ring 

IP44
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IP65 IK10  
LED CEILING LIGHT

Easy installation Sensor type is 
available 

Fast connection
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IP65 IK10  
LED CEILING LIGHT

Wattage and CCT 
adjustableFast connection

Motion sensor and 
Emergency is available
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LED CEILING LIGHT

Wattage and CCT 
adjustable

Adopt high strength 
thickened metal profile

Various installation methods: 
surface mounted, recessed 

and suspended

CCT

-FIELD-
ADJUSTABLE

UGR <19
Mirco-prismatic diffuser
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LED CEILING LIGHT

Wattage and CCT 
adjustable

Double-sided, uniform 
and soft light.

Adopt high strength 
thickened metal profile

Various installation methods: 
surface mounted, recessed 

and suspended

CCT

-FIELD-
ADJUSTABLE

Mirco-prismatic 
diffuser
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Skyline Light

Natural light-full spectrum, 
full color range 

3 Major healthy light 
engine systems

Quick-connect installation 
structure for one-twist 

installation

10+N scene lights

No blue light or 
flicker hazards
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All in one 
LED downlight

Aluminum housing
Surface mounted housing 
for options  

Reflector+Lens (UGR<19)
Reflector+Diffuser (UGR<24)

Presettable 
tri-white type.

Replaceable: 
Round/Square/ Glass
Various ring frame for options.
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Multi-function LED 
Ceiling Downlight

Thermal conductive plastic 
housing, V-0 flame rating.

Presettable 3CCT and dual 
power for option.

Clips adjustable for cut-holes 
with different sizes.

Safety wire 

2 in 1 installation available 
(Recessed and surface mounted).
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LED DOWNLIGHT

Aluminum housing
1070 aluminum, 

good for heat dissipation

Wattage and CCT adjustable  

Philips flicker free driver
Optional brand for different dirver 

Microprism diffuser
Anti-glare, high durability
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UGR <19
LED Spot Light

Anti-glare, white version UGR<19 ,
black version UGR<16.

IP44 
Miosture Proof

2CCT & 3CCT

Driver built-in, non-dimmable 
and triac dimmable for option.
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Surface-mounted 
LED downlight

Lamp Housing AL

Silicone Stopper

Milky White
Flat Diffuser

Light Diffuser PC
Reflector Cup AL

P65 UGR<19
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LED Slim 
Panel Downlight 

EAGLERISE / LIFUD
Power Supply

PMMA LGP

PC/Micro-Prism 
Diffuser

UItra-thin design
As thin as 1.5CM 

Thicker AL housing, 
Better heat dissipation.

Dust-proof cotton

Up to 140lm/W  
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LED HIGH BAY
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LED Flood Light

150lm/WEasy installation
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LED LINEAR 
LIGHT SERIES

CCT change

10” Fast 
Connection

4-in-1 
Installations
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LED Bulb Lights

Built-in High 
Quality LED Chip

Thick Lamp 
Body

E27 Lamp base E14 Lamp baseGU10 Lamp base
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www.holux.cc

Block A,No.2 XingYun Building, 
No.688 Hang Xing Road, 
Hangzhou, China, 310015

Info@holux.cc

+86-186 5511 3201


