
KOSOO KHLB Molded Parts
Heat Shrinkable Low-voltage 2 To 5 Cores Cable Breakout
Features
Shrink ratio:2-3:1
Minimum shrink temperature: 110℃
Minimum fully recovery temperature: 130℃
Standard color: Black

Technical Data
Test Items Test Method Typical Data
Operating temperature IEC 216 -55℃ to +110℃
Tensile strength ASTM D 2671 13MPa(min.)
Elongation at break ASTM D 2671 300% (min.)
Dielectric strength IEC 243 15kv/mm(min.)
Volume resistance IEC 93 1013Ω.cm(min.)

Water absorption ISO 62 1% (max.)

Dimension
Order Ref. NO.. D(mm) I(mm) Recovered

length±10%
Recovered
wall±10%

a(Min.) b(Max.) a(Min.) b(Max.) L(mm) F(mm) Dw(mm) Iw(mm)
2 cores breakout
KHLB205-22/8 22 12 11 3.5 60 18 2.2 1.8
KHLB210-30/12 30 14 14 4.5 84 21 2.6 2.2
KHLB215-40/16 40 16 15 5.0 110 30 2.2 2.2
KHLB220-60/23 60 23 25 8.0 105 25 2.4 2.4
KHLB230-90/60 90 60 30 8.0 170 48 3.0 3.0
KHLB250-160/90 160 92 50 30 310 160 4.5 4.5
3 cores breakout
KHLB310-38/16 38 16 15 5.0 110 30 2.3 2.0
KHLB320-60/25 60 25 26 8.0 175 45 3.2 2.8
KHLB325-70/28 70 28 32 10 180 45 3.3 3.0
KHLB330-80/38 80 38 34 16 195 55 3.5 3.3
KHLB340-110/50 110 50 46 19 230 60 3.8 3.5
KHLB350-125/57 125 57 55 20.0 240 65 3.7 3.3
KHLB360-140/70 140 70 62 26.0 270 68 3.9 3.6
KHLB370-170/77 170 77 75 28.0 270 68 3.9 3.6
4 cores breakout
KHLB410-40/15 40 15 12 5 100 24 2.2 2.0
KHLB420-55/21 55 21 20 5.5 150 42 2.9 2.7
KHLB425-65/26 65 26 25 7.5 180 50 3.3 3.1
KHLB430-75/26 75 26 28 7.5 190 50 3.3 3.0
KHLB440-82/37 82 37 30 11 180 45 3.3 3.0



KHLB445-90/37 90 37 32 11 180 50 3.3 3.0
KHLB450-100/47 100 47 38 12.0 190 55 3.9 3.3
KHLB460-125/52 125 52 52 15.0 240 68 4.0 4.0
KHLB470-160/70 160 70 64 20 270 68 3.8 3.7

5 cores breakout

KHLB510-40/19 40 19 13 4.5 85 20 2.5 2.2
KHLB520-55/24 55 24 18 5.5 150 40 3.0 2.6

KHLB530-80/33 80 33 26 8 175 50 3.2 3.2

KHLB540-100/42 100 42 35 10 195 55 3.5 3.2


