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Mini
Excavator

Model HTO8
Engine KOOP 192F
Optional Engine Rato/Briggs & Stratton
Power TKW~T.5KW
Bucket Capacity 0.025m?
Operating Weight 800kg
Overall Dimensions 2430°800
*2025mm
Track Width 150mm
Track Length 1140mm

Mini
Excavator

Model

Engine

Optional Engine
Power

Bucket Capacity
Operating Weight
Overall Dimensions
Track Width

Track Length

HT10B
KOOP 192F

Rato/Briggs & Stratton

TKW/2000r/min
0.025m?
1000kg
2200930
*2180mm
180mm
1230mm

Rato/Briggs & Stratton
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HT13
KOOP
Rato/Briggs & Stratton
7. 4KWM0.2KW
0.025m?
1300kg
2325*1100°2270mm

180mm
1545mm

HT10C
KQOP 192F

TEWI3000r/min
0.025m?
1000kg
2900930
*2180mm
180mm
1230mm

Mini
Excavator

Model

Engine

Optional Engine
Power

Bucket Capacity
Operating Weight
Overall Dimensions
Track Width

Track Length

HT10G
KOOP 192F

Rato/Briggs & Stratton/Kubota

HT10B With cab
KOOP 192F
Rato/Briggs & Stratton

TEKW/3000¢/min TEKWI3000r min
0.025m? 0.025m?
1000kg 1000kg
2380940 2900930
*2268mm *2180mm
180mm 180mm
1204mm 1230mm
HT126G HT12P
Kubota Z482 KOOP
Koop Briggs & Stratton/Kubota
3.3Kw 7.4KW
0.02m? 0.02m*
1200kg 1200kg
2380*240*2270mm 2200*240*2150mm
180mm 180mm
1235mm 1200mm

HT15
KOOP

Rato/Briggs & Stratton/Kubota
T.4KW/M0.2KW

0.04m?
1500kg

2325"100072270mm

180mm
1545mm

HT15Pro
KOOP
Kubota/Rato
T.4KW/M0.2KW
0.025m?
1500kg
2300"930*2270mm
180mm
1235mm
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Standard equipment: moving arm side swing,
high and low speed travelling

Fully hydraulic piston pump High and low speed Load-sensitive
multi-way valve Steel belt Standard with side swing/telescopic

Fully hydraulic piston pump High and low speed Load-sensitive
multi-way valve Steel belt Standard with side swings

Mini

Excavator

Model HT18 HTY18
Engine Kubota D722 Kubota D722
Optional Engine / Laidong 385/Rato
Power 10.2KW 10.2KW/14KW/3600rpm
Bucket Capacity 0.03m3 0.04m3
Operating Weight 1800kg 1800kg
Overall Dimensions  4325*1100°2272mm  3320°980*2400mm
Track Width 200mm 200mm
Track Length 1545mm 1500mm
Mini

Excavator

Engine Kubota/Laidong

Bucket capacity 0.025m?

Working device form backhoe

Working quality 1470kg

Track gauge 770~1070mm

Track length 1520mm

Maximum digging height 2875mm

Mini

Excavator

Engine

Power

Bucket capacity
Operating weight
Overall dimensions
Track width

Track length

Kubota D1105
14. 2KW/2200rpm
0.056m?
2172kg
4750*990/1300*2470mm
230mm
1500mm

Mini

Excavator

Engine

Power

Bucket capacity
Operating weight
Overall dimensions
Track width

Track length

Kubota D1105
14KW(20HP)
0.07m?*
2480kg
2870*1400*2440mm
250mm
1300mm
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Mini

Excavator

Engine

Power

Bucket capacity
Operating weight
Overall dimensions
Track width

Track length

Standard cab, heating and
alr conditioning

Mint

Excavator

Engine

Power

Bucket capacity
Operating weight
Overall dimensions
Track width

Track length

Mini
Excavator

Engine

Power
Bucket capacity
Operating weight

Track width
Track length

Overall dimensions

Laidong 385
18.8KW
0.095m?
2550kg

4180*1500*2128mm
250/260mm
2300mm

Kubota D1703
18.2KW/2200rpm
0.12m?
4000kg
5029*1720°2580mm
300mm
1645mm

Load Sensing Pumps Displacement
Motors Load Sensing Multi-way Valves

Kubota V2607
42. 4KW(S58HP)
0.21m?
5100kg
2940"1880°2570mm
400mm
1990mm

HTS320/HTS320T

(" ATS3ZOT Model HTS320 HTS320T
2 Engine Rato/Briggs & Stratton  Rato/Briggs & Stratton
Horsepower 13.5HP 13.5HP
Bucket capacity 0.15m? 0.1em?
Operating weight 665kg 830kg
Overall dimensions 2020%1060"1265mm 22451021*1350mm
Travelling speed 0-4.5Km/h 0-4.5Km/h
Maximum unloading height 1535mm 2120mm
Maximum dumping height 1405mm 1405mm
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{ Three pumps, three valves
\. high flow
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HTS360 |

Engine

Horsepower

Bucket capacity

Operating weight

Overall dimensions
Travelling speed

Maximum unloading height

Maximum dumping height

Rato/Briggs & Stratton
13.5HP
0.15m?*
650kg

1982*1050*1210mm
0-5km/h
1458mm
1423mm

HTS380/HTS380T |

Model HTS380 HTS380T

Engine Rato/Briggs & Stratton/KOOP Rato/Briggs & Stratton/KOOP
Horsepower 23HP 23HP

Bucket capacity 0.15m? 0.15m?
Operating weight 800kg 860kg

Overall dimensions 2085*1120"1315mm 2500°1200*1280mm
Travelling speed 0-4.5Km/h 0-5.5Km/h
Maximum unloading height 2120mm 2200mm
Maximum dumping height 1465mm 1488mm

HTS382T

Engine

Horsepower

Bucket capacity

Operating weight

Overall dimensions
Travelling speed

Maximum unloading height
Maximum dumping height

HTS530T]

Engine

Horsepower

Bucket capacity

Operating weight

Overall dimensions
Travelling speed

Maximum unloading height
Maximum dumping height

Rato /Briggs & Stratton Twin Cylinder

23HP
0.15m?
860kg
2340*1025*1415mm
0-4 aKkm/h
1390mm
1488mm

Rato R740
23HP
0.2m?
1300kg
2725*1070*1630mm
0-4.5km/h
2420mm
1580mm
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skid steer
wrsss0)

Engine Rato/Dajiang
Rated power 10kw/3600rpm
Bucket capacity 0.13m°
Operating weight 850kg
Travelling speed 0-4.5km/h
Maximum working height 2398mm
Maximum pin height 1815mm
Maximum dumping height 1430mm

HTS60)

Engine Laidong/Rato/Kubota Engine Changchai
Horsepower 25HP/2800rpm Horsepower 60HP
Bucket capacity 0.2m? Bucket capacity 0.3m?
Operating weight 1300kg Operating weight 3000kg
Maximum unloading height 3400mm Maximum unloading height 3350mm
Maximum dumping height 2000mm Maximum dumping height 2100mm

Electric Electric
2.07 |
New
Engt
Y gy
Total machine weight 790kg Power mode Lead-acid battery
Door raised height 2000mm (customizable) Rated capacity 2000kg
Travelling motor 1.9Kw Drive motor power 4kw
Battery capacity 48V46ah Battery life 6-8h
Overall Dimension 1530mm*780mm*1600mm Overall Dimension

Self Lifting - Self Lifting
Platform . Platform

Sale working load 320kg Sale working load

Battery 6V/230AN Up

Max Climb Capability 25% Platform size 2400mmx1170mm
Weight of whole machine 2600kg Overallguality 2300kg

Overall Dimension 2600mm*1170mm*2520mm Outline size 2700mm*1350mm*1580mm
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Mini
Dumper

Model number HT500-1 @&
Engine Briggs & Stratton
Horse-power 6.5HP
Weight 413kg

Lifting weight 500kg

Rotate

tipper

Flip up Flip side

and down to side
Tilt Angle a0
Horse-power 13.5HP/3600rpm
Bucket capacity 0.6m?
Net weight 850kg
Overall size 2470*900*1400mm

Engine Rato/Briggsé&Stratton
Horse-power 13.5HP/3600rpm
Effective capacity 0.19m?

Met weight 730kg
Overall size 2500*800*1500mm

mower

Engine Loncin 196¢cc
Cutting height 20mm-180mm
Starting mode Hand pull/electric start

HT500Y-4 HT500Y-5 @&
Briggs & Stratton Briggs & Stratton/Rato /KOOP
6.5HP 13.5HP
550kg 880kg
500kg 550kg

Fuel
hydraulic
loader

Engine Kubota D1105
Power 18.2KW(3000r/min)
Bucket capacity 0.3~0.4m?
Maximum unloading height 2260mm
Overall size 3820*1170*2250mm

Gasoline engine standard Dajiang

Power 13KW/3600r/ min
Bunker capacity 0.25m?
Productive capacity 2T-5T/h
Overall size 3200=x1000=1620mm

mower

Engine Loncin 608cc
Cutting height 20-150mm
Oil-electric hybrid

Dynamic system



ACCESSORIES

- One Machine, multi-usage +Quick and easy replacement of accessories
'd
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narrow bucket with teeth Flain bucket Tilt Bucket Rotary quick hitch joint Simple quick hitch  Hydraulic rotary quick change
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Grapple Hydraulic rotary grapple Hydraulic quick hitch Semi-automatic hydraulic hitch Log splitter

-

All-in-one hydraulic

thumb clamp Mechanical thumb clamp  Hydraulic thumb clamp
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Sand bucket Steel track Rake Grass trimmer Root topper Cropper

LOADER ATTACHMENTS

F | T4 § o=

Loader bucket 4in1 bucket | Digging bucket Mixer bucket Sand bucket
> 2 & W
Hydraulic grapple Shell grapple : Fork Ripper Snow sweeper
1 = g
CQHWEtE mixer MIJ|’[I function tool :- Stump grinder ) Leveler ‘ F Closed sweeper
Trailer F!c-tar:.r plow Bullgrader = Wood cﬂpper J h Rotary plow

r m e & -

Pioneer machine Mulcher Shell bucket Trencher Snow thrower 35"Break hammer
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